
2004 WILDCAT BROOK/ELLIS RIVER VRAP DATA

Measurements not meeting New Hampshire surface water quality standards

Measurements not meeting NHDES quality assurance/quality control standards

*Abbreviated standards for quick reference.  Please see Env-Ws 1700 and RSA 485-A:8 for complete Surface Water Quality Regulatio

07-ELL, Ellis River, Route 16, Downstream of Rocky Branch, Jackson, NH

Date
Time of 
Sample

DO 
(mg/L)

DO (% sat.)
Water 

Temp. (°C)

Air 
Temp. 

(°C)
pH

Turbidity 
(NTUs)

Specific 
Conductance 

(µS/cm)

Standard* NA >5.0
>75% Daily 

Average
Narrative NA 6.5-8.0

<10 NTU 
above 

backgrd
NA

6/29/2004 10:05 10.30 99.6 13.7 16.3 5.32 0.2 48.3

7/30/2004 16:25 23.4 30.1 6.13 25.6

8/10/2004 6:20 8.31 97.3 20.0 20.8 5.71 51.0

9/11/2004 9:50 10.11 98.2 14.1 16.7 5.51 31.0

9/27/2004 10:32 10.25 99.8 12.8 21.6 5.39 42.8

01-WLD, Wildcat Brook, Route 16A Bridge, Jackson, NH

Date
Time of 
Sample

DO 
(mg/L)

DO (% sat.)
Water 

Temp. (°C)

Air 
Temp. 

(°C)
pH

Turbidity 
(NTUs)

Specific 
Conductance 

(µS/cm)

Standard* NA >5.0
>75% Daily 

Average
Narrative NA 6.5-8.0

<10 NTU 
above 

backgrd
NA

6/29/2004 11:10 9.71 98.3 15.1 22.3 5.30 0.2 30.1

7/30/2004 14:35 23.1 30.2 5.90 36.9

8/10/2004 5:55 8.43 96.3 22.0 21.3 6.49 33.7

9/11/2004 10:10 10.23 100.4 14.5 16.7 5.09 24.9

9/27/2004 9:07 9.98 94.2 11.2 20.9 5.98 31.5



03-ELL, Ellis River, Jackson/Bartlett Townline, Jackson, NH

Date
Time of 
Sample

DO 
(mg/L)

DO (% sat.)
Water 

Temp. (°C)

Air 
Temp. 

(°C)
pH

Turbidity 
(NTUs)

Specific 
Conductance 

(µS/cm)

Standard* NA >5.0
>75% Daily 

Average
Narrative NA 6.5-8.0

<10 NTU 
above 

backgrd
NA

6/29/2004 11:55 9.20 96.3 16.1 22.3 5.81 0.4 58.3

7/30/2004 16:30 24.0 30.1 6.05 30.5

8/10/2004 6:40 8.08 93.4 21.6 20.4 6.12 60.5

9/11/2004 10:10 10.15 101.3 15.3 16.8 5.06 33.4

9/27/2004 9:47 10.51 98.5 12.1 21.2 5.82 48.5



ations.


